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• Suppliers of all Building Materials�
• Prefabrication of Roof Trusses & Wall Frames�

62 – 70 Barwon Terrace, South Geelong, VIC, 3220 
Phone: (03) 5221 1655  Fax: (03) 5221 9788 

 

 

 

Date Rec:____/____/____ 
Request Taken By:______________________________  Date Quote Required By:____/____/____ 
 

QUOTATION REQUEST SHEET  
 

 

 

Client:  (Builder) / (Owner Builder) 

Postal Address:   

Site Address:   

Telephone:   Mobile:   

Fax:   Email:   
 

Circle/tick the required option. Information on this sheet supersedes the information on the plans provided. 
 

Roof Trusses: �  
Roof Material:  Concrete Tiles�  Terracotta Tiles�  Iron�  Laser Lite�  Other:   

Roof Pitch:   Truss Centres: 600�  900�  1200�  Other:   

Fascia type: Timber�  Metal�  None�   

Eaves O/Hang (From Wall Plate): 150�  450�  600�  750�   Other:   

Exposed trusses (no ceiling)�  Ceiling Material:   

Ceiling Battens: Timber�  Metal�  - Screwed�  Clipped�   Size:   

Truss timber type:  Standard Pine�  Treated Pine (CCA)�  Blue (Termite) Pine�   

Hardwood�          Other:   

Box Gutters: None�  Incorporated in Trusses�  Built by Builder on Site�    (Calco will assume by builder if 
not checked) 

Roof Battens:   Size:   Timber type/grade:   

Ceiling Battens:   Size:   Timber type/grade:   

Wind Rating: N2:   N3:   Other:   

 

 

Wall Frame Details: �  As per Plans�  Calco Designed�  
 

Wall height:  Ground Floor: 2.4�  2.55�  2.7�  Other:   
 First Floor: 2.4�  2.55�  2.7�  Other:   
 Second Floor: 2.4�  2.55�  2.7�  Other:   
 Third Floor: 2.4�  2.55�  2.7�  Other:   
 
Stud centres.  External Walls: 450�  600�  Other:   
 Internal Walls: 450�  600�  Other:   
 



 

 

Noggin: 70 x 35mm �  Other:   
 
Floor:  Platform �  Fitted floor �  Concrete Slab �  Other   
 
Full Height Robes: Yes �  No �   
 

Ceiling Battens: Timber �  Metal �  Size___________ 
Window schedule will be required when ordering. 

 

 
Posi Strut Floor Trusses Details:�  
 

Centres: 450�  600�  Other: ______ Depth: 200�  250�  300�  400�  Other_____________ 
 

Floor Loading: Ground Floor 1.5Kpa�  3.0Kpa�  3.0Kpa (balcony)�  Other:   
 First Floor 1.5Kpa�  3.0Kpa�  3.0Kpa (balcony)�  Other:   
 Second Floor 1.5Kpa�  3.0Kpa�  3.0Kpa (balcony)�  Other:   
 Third Floor: 1.5Kpa�  3.0Kpa�  3.0Kpa (balcony)�  Other:   

 
Flooring Type: Platform/Fitted (if both highlight fitted areas) – Bearer layout ground floor required. 
Engineering Plan/Details required. 
 

Posi Rafter / Purlin Details:   
 

Cladding: Iron/Concrete Tiles__________________Depth: 200/250/300/400/As plan requires/other_________ 
 

Ceiling Lining: ________________________Pitch:______________Are graded battens being used Yes/No  
 

Centres: 600/900/1200/1500, other________________________________Over hang:_________________ 
 

Other Information/ Special Requirements: 
  

  

  

  

  

 
MISSING INFORMATION AND INCOMPLETE DRAWINGS WILL INCREASE QUOTING TIMES AND DELIVERY DATES 

 
SITE MEASURES / VISITS BY CALCO TIMBERS ARE CHARGED OUT AT $120 PER HOUR, ONLY BY PREVIOUS 

ARRANGEMENT.  CRANE LIFT ON SITE ALLOWS FOR 30 MINUTES. THEREAFTER CHARGED AT $95 PER HOUR. 
PRODUCTS WILL ONLY BE CRANELIFTED IF SITE IS DEEMED SAFE BY THE CRANE OPERATOR. 

 
CLIENTS SIGNATURE: _____________________________________________ 


